两个NodeMCU通过WiFi互相连接的问题
[bookmark: _GoBack]
1、问题描述：
一个NodeMCU用作AP，另一个NodeMCU用作STA。在实现wifi连接的过程中，STA虽然可以连接AP获取到IP地址，但STA的Socket无法连接AP。
以下分别是两个NodeMCU的LUA代码。
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2、解决方法：
经过@四博智联李洪刚 的指点，找到了问题的所在——STA尚未连接成功就开始进行SOCKET。
于是，更改STA的代码，尝试将SOCKET部分挪到STA连接上之后进行处理，见下图。
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连接成功了！ 
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希望以此能对大家有所帮助！

我的联系方式：
曹先生 13621017771
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NodeM

print (wifi.sta.getip()
--nil

CU STA

wifi.setmode (wifi.STATION)
wifi.sta.config("2®","11111111")

print (wifi.sta.getip())
--wifi.sta.connect ()

conn=net.createConnection (net.TCE, 0)

-~ show the retrieved web page

conn:on("receive”, function(conn, payload)

-~ when comnected, request page (send parameters to a scri)
, function(conn, payload)
Print (*\n*+*+Connected++++")

Print (*\n*+*+Received++i+')

print (payload)
end)

end)

- when disconnected, let it be known

Tconn: on("disconnection”

function (conn,
print (\n*+iDi

nnected i)

NodeMCU AP

“set ap
wifi.setmode (wifi.SOFTAP)

—-config 2P
local cfg=(}
cfg.ssi
cfg.pwd="11111111"
wifi.ap.config (cfg)
cfg=(}

cfg.gateway="192.168.1.1
wifi.ap.setip(cfq)
cfgmmil

print("AP Opened, 2P I®

sv = net.createServer (net.ICE, 30)

Hsv:listenff000) function(c)
Fondemstionte, o1

print (p1)

end)

cisend("hello STA")

end)

wifi.ap.getip())
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wifi.setmode (wifi.STATION)
wifi.sta.config("ABC","111111117)
wifi.sta.connect()

ent = 0

oz .alamm(1, 1000, 1, Fanction() y -
I it sta.sesin0) — nil) and (oms < 20) thengy FIMISTARBIER
print("IP Unavaiable, Waiting...")

cnt = cnt + -

else
tmz.stop (1)
7 if (ent < 100) then print("STA Connected, STA IP "..wifi.sta.getin())

conn=net.createConnection (net.ICE, 0)

—- show the retrieved web page SOCKETHERS
] conn:on("receive”, fanction(conn, payload)
Print(*\n*+s*Receivedrsrs')

print (payload)

end)

- when connected, request page (send parameters to a script)
7 connton("connection”, fanction(conn, payload)
print (*\n*+s+Connecteds~x+')
. conn:send ("He1107)
end)
-- when disconnected, let it be known
7 conn:on("disconnection”, function(conn, payload)
print(*\n*+s+Disconnecteds~s*')
ena)

conn i connecs (3000, 7152.168.1.1%) |

else PrInt(TSIA Connecting time > 203, Stoped”)
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NodeMCU 1.4.0 build 20151006 powered by Lua 5.1.4 on SDK 1.4.0
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